&® Audi A4 Wiring Diagram No. 82/1 


Radiator fan control 350 W, 400 W or 800 W (Gasoline Engine) 

= 2.0L - TFSI - Injection Engine (147 kW - Motronic - 4 Cylinder), engine codes BGB, BPG 
= 3.2L - FSI - Injection Engine (188 kW - Motronic - 6 Cylinder), engine codes AUK, BKH 
From November 2004 


= 2.0L - TFSI - Injection Engine (125 kW - Motronic - 4 Cylinder), engine codes BYK 
= 2.0L - TFSI - Injection Engine (147 kW - Motronic - 4 Cylinder), engine codes BWT 
From Juni 2006 


Notes: 
Information for 
@ Relay and fuse arrangements 


@ Connector arrangements 
@ Control Modules and Relays 
@ Ground connections 


= Component Locations! 
Information for 
@ Troubleshooting Procedures 


=> Guided Fault Finding using VAS 5051/5052 
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Battery 

Motronic Engine Control Module (ECM) Power Supply Relay 
Coolant Fan Control (FC)Control Module 

Engine Control Module (ECM) 

Engine Component Power Supply Relay 

Fuse (on fuse/relay panel) 

Coolant Fan Fuse 

Fuse Strip 

10-Pin Connector, grey, connector station A-pillar, left 
17-Pin Connector, red, connector station E-box, plenum chamber 
94-Pin Connector, black 


Ground connection, in battery box 

Ground connection, on front apron 

Threaded connection -1- (30), on the relay plate 

Connection 4 (87) (in instrument panel wiring harness) 

Plus connection (30), in engine compartment wiring harness 

Connection 1 (in engine compartment wiring harness) 

Connection 3 (in engine compartment wiring harness) 

Fuse with 60 A for Radiator fan control 600 W (Automatic transmission only) 


Engine codes BGB, BPG, BYK, BWT only 
Engine codes AUK, BKH only 
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